MORSE ROAD AND SALEM ROAD INFRASTRUCTURE IMPROVEMENTS

JANUARY 2020

PROJECT LOCATION

PROJECT AREA
CONCRETE SIDEWALK RAMPS SHEET 5

PERPENDICULAR RAMP WITH NON-WALKING SURFACE (TYPE 11)

- Non-walking surface
- Sidewalk curbing included with ramp (typ.)
- R = 2' min. (typ.)
- 2' wide detectable warning strip
- Lip height 1/4" max.
- Ramp slope 7.1% typ. 0.5% max.
- Landing 2.0% max.
- Minimum landing 60" min.

PERPENDICULAR RAMP WITH SIDEWALK CURB AND NON-WALKING SURFACE (TYPE 12)

- Non-walking surface
- Sidewalk curbing included with ramp (typ.)
- R = 2' min. (typ.)
- 2' wide detectable warning strip
- Lip height 1/4" max.
- Ramp slope 7.1% typ. 0.5% max.
- Landing 2.0% max.
- Minimum landing 60" min.

NON-WALKING SURFACE

PERPENDICULAR RAMP WITH NON-WALKING SURFACE (TYPE 13)

- Non-walking surface
- Sidewalk curbing included with ramp (typ.)
- R = 2' min. (typ.)
- 2' wide detectable warning strip
- Lip height 1/4" max.
- Ramp slope 7.1% typ. 0.5% max.
- Landing 2.0% max.
- Minimum landing 60" min.

NON-WALKING SURFACE